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CIRCLE T ENTERPRISES, LLC 

Highway Transportation Mitigation Plan For 178 Darrow Road Facility 

 

An application for site plan approval has been submitted to the Town of New Haven Planning 

Board for the use of 178 Darrow Road as a portable concrete batch plant operated by Circle T 

Enterprises, LLC. 

 

It is anticipated that an average of 21 loaded cement mixers will leave the site daily. The 

maximum number of loaded trips would be approximately 35 per day. An average of 14 loads of 

aggregate would be received each day, with a maximum of approximately 20 loads. One tractor 

trailer load of Portland cement would be received each day on average. On very busy days two 

loads of Portland cement could arrive, and when business is light one load might last two or three 

days. Of course, for each loaded truck there will be one empty truck leaving the facility. 

 

Traffic will proceed south from the site on Darrow Road. At the intersection with County Route 

6, approximately 40% will proceed northward, approximately 40% will proceed southward and 

the remaining 20% will proceed westward on County Route 51. From the North Volney 

intersection, approximately equal traffic will proceed southward, eastward and westward. 

 

The proposed truck routes are attached to this proposal. It is submitted the existing highway 

network is adequate for traffic generated by this proposal. 

 

Interval Departures 

 

The applicant has devised a schedule for the departure of all loaded cement mixers that utilize the 

facility.  It is generally anticipated that the average time between truck departures from the site 

will be 30-45 minutes per vehicle.  The nature of the operation does not lend itself to a faster 

process. 

 

1. Empty mixing truck arrives at the facility and is immediately ushered to the wash basin for 

a through cleaning.  Each washing takes a minimum of 10-15 minutes. 

2. The washed-out mixing truck then positions itself under the batch plant to receive the 

cement. 

3. The average time it takes to pour the cement mix into the mixing truck is 10-15 minutes. 

4. Each loaded mixing truck is then hosed down again to ensure that is any spillage is cleaned 

off and does not present a hazard to other vehicles while in route to the job site.  This 

process can take 10-15 minutes. 

 

Each mixing truck that is used is handled the same way.  Therefore, it is anticipated that trucks 

will leave the facility every 30 to 45 minutes.  While the process can be accelerated to some extent 

(by a matter of minutes) the minimum amount of time that a mixing truck will be on site before 

leaving the facility is likely to be 25 to 30 minutes. 
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Truck Route  

 

As noted above, and in the attached diagram, trucks exiting the facility will be directed to travel 

south on Darrow Road to County Route 6, and then proceed to the south, east or west depending 

on the truck’s final destination.  Similarly, all trucks accessing the facility will be directed to enter 

the facility from the south on Darrow Road.  No trucks will be intentionally directed to travel north 

on Darrow Road, nor will any truck accessing the facility enter Darrow Road from Soper Mills 

Road via NYS Route 104.  A copy of the truck route will be supplied to every driver of a vehicle 

accessing the facility. 

 

Truck Speed 

 

All trucks accessing the facility will be advised to adhere to a 30 mph speed limit for Darrow Road, 

which is an unposted town road.  Practically speaking, the nature of the trucks utilized in the 

cement mixing operation are of a nature that is will be difficult and highly improbable to accelerate 

up to 30 mph before stopping at the intersection of Darrow Road and County Route 6, which is 

approximately ¾ of a mile away.  Accordingly, truck exiting the Circle T facility will be traveling 

slower than most other vehicles traveling this town road. 

 

Road Conditions 

 

NYS Highway Law §140 empowers the superintendent of highways for each town with the care 

and superintendence of town highways within such town.  The Town of New Haven is no 

exception.  Previously, the Town of New Haven Highway Superintendent opined that the condition 

of Darrow Road was of sufficient quality such that the trucks accessing the facility will not have a 

negative impact on the road beyond normal wear and tear.  As the elected town official charged 

by the State of New York with the care and superintendence of Darrow Road the Highway 

Superintendent alone is empowered to regulate the use of the road. 

 

Other Reasonable Conditions 

 

Circle T Enterprises is willing to follow any other reasonable conditions imposed regarding the 

use of Darrow Road.  It cannot be overlooked that this town road is utilized by many more trucks 

and heavy equipment, for far greater a period of time, than what is being proposed by the 

applicants. 

 

Circle T Enterprises will support an application by the Town of New Haven to the County of 

Oswego Highway Department and the NYS Department of Transportation to petition the county 

and state to post a 30 mph speed limit on Darrow Road from at least ½ mile west of 178 Darrow 

Road to the intersection of Darrow Road with County Route 6 


